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“Innovations in Timber Construction”

JOIST HANGER TYPE 05 / 2.5 COMBINATION, EXTRA STRONG

The GH joist hangers Type 05/2.5 mm are also produced as Type I 
(flanges folded inwards), see page 22.

APPROVAL CADDOWNLOAD
STRUCTURAL 
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Standard sizes | nH 1 = number of holes in the flanges facing the main member nN 2 = number of holes in the flanges facing the secondary member
Further dimensions on request.

Art. No. Dimensions [mm] nH1 nN2 nH1 EAN Weight Pallet PU

W x H x D Ø 5 Ø 5 Ø 13 4019346 kg

40501KOM 100 x 240 x 2.5 46 30 6 ETA-08/0264 100486 0.995 480 20

40502KOM 100 x 280 x 2.5 54 34 6 ETA-08/0264 100493 1 .1 33 480 20

40503KOM 100 x 300 x 2.5 58 36 6 ETA-08/0264 100509 1 .201 480 20

40504KOM 100 x 320 x 2.5 62 38 6 ETA-08/0264 017500 1.270 480 20

40505KOM 120 x 240 x 2.5 46 30 6 ETA-08/0264 100547 1.030 480 20

40506KOM 120 x 280 x 2.5 54 34 6 ETA-08/0264 017517 1 . 1 67 480 20

40507KOM 120 x 300 x 2.5 58 36 6 ETA-08/0264 017524 1.236 480 20

40508KOM 120 x 320 x 2.5 62 38 6 ETA-08/0264 017531 1.304 480 20

40513KOM 140 x 200 x 2.5 38 22 6 ETA-08/0264 01810 1 0.927 480 20

40509KOM 140 x 240 x 2.5 46 30 6 ETA-08/0264 017548 1.064 480 20

40549KOM 140 x 260 x 2.5 50 32 6 ETA-08/0264 0 1 8 1 1 8 1 .1 33 480 20

40510KOM 140 x 280 x 2.5 54 34 6 ETA-08/0264 017555 1 .201 480 20

40511KOM 140 x 300 x 2.5 58 36 6 ETA-08/0264 017562 1.270 480 20

40512KOM 140 x 320 x 2.5 62 38 6 ETA-08/0264 017579 1.338 360 15

40516KOM 160 x 160 x 2.5 30 18 4 ETA-08/0264 100790 0.824 360 15

40517KOM 160 x 200 x 2.5 38 22 6 ETA-08/0264 017586 0.961 360 15

40518KOM 160 x 240 x 2.5 46 30 6 ETA-08/0264 017593 1.098 360 15

40561KOM 160 x 260 x 2.5 50 32 6 ETA-08/0264 018125 1 .168 360 15

40519KOM 160 x 280 x 2.5 54 34 6 ETA-08/0264 017609 1.236 360 15

40532KOM 160 x 300 x 2.5 58 36 6 ETA-08/0264 018132 1.305 360 15

40520KOM 160 x 320 x 2.5 62 38 6 ETA-08/0264 017616 1.373 360 15

40542KOM 180 x 180 x 2.5 34 20 4 ETA-08/0264 018149 0.927 240 10

40521KOM 180 x 200 x 2.5 38 22 6 ETA-08/0264 017623 0.995 240 10

40522KOM 180 x 220 x 2.5 42 26 6 ETA-08/0264 017630 1.064 240 10

40523KOM 180 x 240 x 2.5 46 30 6 ETA-08/0264 017647 1 .1 33 240 10

40524KOM 180 x 280 x 2.5 54 34 6 ETA-08/0264 017654 1.270 240 10

40555KOM 180 x 320 x 2.5 62 38 6 ETA-08/0264 018156 1.408 240 10

40527KOM 200 x 200 x 2.5 38 22 6 ETA-08/0264 100806 1.030 240 10

40525KOM 200 x 240 x 2.5 46 30 6 ETA-08/0264 017661 1 . 1 67 240 10

40526KOM 200 x 280 x 2.5 54 34 6 ETA-08/0264 018163 1.305 240 10

40529KOM 220 x 260 x 2.5 50 32 6 ETA-08/0264 017869 1.202 240 10

40533KOM 240 x 280 x 2.5 54 34 6 ETA-08/0264 017876 1 .441 240 10

COMBINATION

European approval.
Made of hot-dip galvanised steel sheet t = 2.5 mm. 
For fixing with GH connector nails (page 89), GH screws (page 90).

•  for partial nailing
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